
Produktegenskaper

_  High luminance (point source)
_  Color temperature approximately 6000K - simulates daylight
_  Continuous spectrum in the visible range
_  High color rendering > 95
_  High arc stability
_  DC operation
_  Hot restart
_  Long lamp life with eXtreme Life technology

Datablad produktfamilj

XBO Traditional & Xtreme Life (XL) Lamps

Användningsområde

_  Film Projection
_  Spotlights
_  Searchlights
_  Solar Simulation

__
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XBO XENON SHORT ARC LAMP - 3000WHTP CL XBO XENON SHORT ARC LAMP - 2000 WH XL

XBO XENON SHORT ARC LAMPS

Datablad produktfamilj

__
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Tekniska data

Elektriska data Livslängder

Produktbeskrivning Nominell watttal Strömstyrningsområd
e

Warranty hours

XBO 1000 W/HS OFR 1) 1000 W 30…55 A 2000 hrs

XBO 1000 W/HSC OFR 2) 1000 W 30…55 A 2000 hrs

XBO 1000 W/HTP OFR 3) 1000 W 30…55 A 2400 hrs

XBO 2000 W/HS OFR 4) 2000 W 50…85 A 2400 hrs

XBO 1600 W XL OFR 1600 W 45…75 A 3500 hrs

XBO 1600 W/HSC XL OFR 1600 W 50…70 A 2500 hrs

XBO 2000 W/SHSC OFR 5) 2000 W 50…85 A 2000 hrs

XBO 2000 W/H XL OFR 2000 W 50…85 A 3500 hrs

XBO 2000 W/HTP XL OFR 2000 W 50…85 A 3500 hrs

XBO 2500 W/HS XL OFR 2500 W 70…100 A 2200 hrs

XBO 3000 W/H XL OFR 3000 W 70…110 A 2200 hrs

XBO 3000 W/HS XL OFR 3000 W 70…110 A 2200 hrs

XBO 3000 W/HTP XL OFR 3000 W 70…110 A 2200 hrs

XBO 4000 W/HSA OFR 4000 W 80…150 A 1000 hrs

XBO 4000 W/HS XL OFR 4000 W 80…150 A 1500 hrs

XBO 4000 W/HTP XL OFR 4000 W 100…140 A 1500 hrs

XBO 4500 W/HS XL OFR 4500 W 80…150 A 1400 hrs

XBO 5000 W/H XL OFR 5000 W 100…150 A 1200 hrs

XBO 6000 W/HS XL OFR 6000 W 110…165 A 750 hrs

XBO 7000 W/HS XL OFR 7000 W 110…165 A 650 hrs

XBO 10000 W/HS OFR 1) 10000 W 160…200 A 500 hrs

1) OFR = Ozon-fri version/H = Lämplig för horisontellt brinnläge/S=Kort

2) OFR = Ozon-fri version/H = Lämplig för horisontellt brinnläge/S=Kort/C = Sockel med kabel

3) OFR = Ozon-fri version/H = Lämplig för horisontellt brinnläge/TP = Kabel med gängade stift

4) H = Lämplig för horisontellt brinnläge/S=Kort

5) OFR = Ozonfri versionSHSC = Extra kort version för horisontellt brinnläge, anodanslutning via kabel (superkort)Liknande dimensioner som XBO 1600 A/HSC OFR

Datablad produktfamilj

__
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Säkerhetsanvisningar

Because of their high luminance, UV radiation and internal pressure in both the hot and cold state, XBO lamps may only be
operated in enclosed lamp casings specially constructed for the purpose. Xenon lamps are highly explosive. When hot, xenon
lamps can cause burn marks. They should only be handled when the lamp is at room temperature. Always use the protective
jackets supplied when handling these lamps. When packing the lamps and when installing or removing the lamps without their
protective jackets, always wear protective clothing (face shield with neck protector, protective jacket  and lint-free, cut-
resistant gloves). For more information see the relevant in-pack leaflets and operating instructions.

Appliaktionsråd

För mer detaljerad applikationsinformation och grafik, vänligen se produktdatablad

Friskrivningsklausul

Kan ändras utan föregående notifiering. Felaktigheter och försummelse undantagna. Se alltid till att använda den senaste
utgåvan.

Datablad produktfamilj
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